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The bevelled shape of the inner sash of the Elegant series 
makes Lammin’s sturdy inner sash appear more elegant, and the 
rectangular surface fittings selected for this set of models match 
the style. The windows are manufactured per the requirements 
indicated for the customer and the construction site. They are 
suitable for new structures and repair/renovation projects alike.

Lammin windows have been certified as qualified to bear the FI 
label, and they comply with the requirements set for the highest 
classes specified in EN standards for rainproof structure, air-
tightness, and withstanding of wind pressure. The dimensions, 
models, shapes, and colours; energy-efficiency of the glass 
portion; safety-related characteristics of the panes of glass; 
and additional features and equipment are always selected 
individually for each order and product.

The order and order confirmation with the product charts cover 
only the product quantities and quality, surface treatments, and 
equipment mentioned in them.

Raw wood material and surface finishing of 
wooden parts
All wooden parts of Lammin windows are made from carefully 
selected branchless Finnish pine that is expertly jointed and 
laminated.
 • The frame structure is always finger-jointed and laminated 
solid pine. Frame surfaces that remain visible after installation 
are of branchless pine. The frame depths are 110, 131, 145, 
175, and 200 mm.
 • The inner sash of the painted product is of branchless finger-
jointed pine.
 • The inner sash of the product with translucent coating is non-
finger-jointed pine, with a branchless
surface visible from the inside.

The inward-facing surface of the inner sash and of the frame 
are polished with a machine, primed, plastered where required, 
and polished again carefully by machine prior to application of 
the final coat of paint. The same procedures are performed for 
the products with a translucent coating. For the white paint, the 
standard colour is NCS 0502-Y. The translucent tones are in 
accordance with the Teknos translucent-coating colour chart, 
including water-dilutable varnish for the inner sash surface. 
Refer to the colour selection chart.

Aluminium profiles and their surface finishing
The aluminium profiles are made of several panels. Their 
priming treatment is yellow chroming, and surface treatment is 
implemented as powder coating in RR or RAL colours. Refer to 
the colour selection chart.

The method used for attachment of the aluminium cladding 
that protects the frame from the weather has been studied well, 
and testing has proved it to be sturdy. The outer sash of the 

window has a strong structure, with sturdiness stemming from 
use of a solid aluminium corner element inside the profile. The 
mosquito-net sash has been assembled in a similar manner.

The ventilation between the wood and aluminium has been 
taken into account in the frame structures, with attention 
paid also to aluminium’s expansion with heat. The outer 
sash is equipped with a water-removal bead underneath for 
condensation on the aluminium. The cladding profile of the 
sill is tightly plugged at its ends, it provides good storm-water 
removal, and there are a mounting groove and locking cam for 
convenient and tight ‘snap-in’ attachment of the flashing.

Glasses and glazing
All glasses are float glass of quality class 1. The insulation 
glasses used in the inner sash have FI approval, and their 
thickness is always at least 4 mm. The special glasses are 
selected order- or window-specifically in consideration of the 
energy-class requirements, needs for sound insulation, and 
safety-glass regulations. The glazing beads of white windows 
are UV protected, body-tinted white plastic. The glazing beads 
of the windows with a translucent coating or special paints are 
made of plastic or wood.

Fittings
The hinges are bolt hinges, M8×30 and 35/PS Fe/Zn. The lever 
bolts of ventilation windows are Abloy 68 Fe/Zn, and other 
locks of the opening light windows are Abloy 71 Fe/Zn for inner 
sashes and Abloy 72 Fe/Zn for outer sashes. Striker fittings for 
window locks and lever bolts are Fe/Zn. The stay fastener of 
the ventilation window is Abloy type WF 250 Muo/Al in grey as 
the standard delivery, or Morite Fe/Zn by separate order.
  
The casement handles of the ventilation window are Abloy 
Polar 56/062 Zn/JVA in white options and Zn/Cr in translucent 
colours. The window locks’ escutcheons for the inner sash are 
white in the white windows; for translucent options, they are 
chromed. Refer to the colour selection chart.

Draught exclusion (weather strips)
The frame and casement structures are sturdy, and they create 
a 10 mm-space in both the inner sash beam and the frame 
rebate for special seal. The groove seal continues uninterrupted 
also around the casement corners. In products with a white paint 
finish, the seal is white; in other products, it is black. The outer 
sash seal is a black rubber seal installed in the aluminium profile 
groove, taking ventilation of the space within the casement into 
account.
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Elegantti -mallisarjan sisäpuitteen viisto muoto tekee Lammin van-
kasta sisäpuitteesta siromman ja tyyliin valitut pintahelat suorakulmai-
sina ovat muotokieleltään yhteensopivat.

Ikkunat valmistetaan asiakkaan ja rakennuskohteen vaatimus-
ten mukaisesti. Ne sopivat yhtä hyvin uudis- ja korjausrakenta- 
miseen.

Lammin ikkunoilla on SFS -merkin käyttöoikeus ja ne täyttävät 
standardin SFS 3304, luokan 1 mukaisen sateen- ja ilmanpitävyyden 
sekä tuulenpaineenpitävyyden. 

Ikkunoiden mitat, mallit, muodot, värisävyt, lasiosan energiate-
hokkuus, lasien turvaominaisuudet sekä muut lisäominaisuudet ja 
-varusteet valitaan tilauksittain ja tuotteittain yksilöllisesti.

Tarjous ja tilausvahvistus tuotekaavioineen sisältävät määrältään 
ja laadultaan vain niissä mainitut tuotteet, pintakäsittelyt ja varusteet.

Puuraaka-aine  
ja puuosien pintakäsittely

Lammin ikkunoiden kaikki puuosat ovat kotimaista valikoitua, ok-
sattomaksi laatujatkettua ja liimattua mäntyä

karmirakenne on aina sormijatkettua ja lamelliliimattua massii-•
vimäntyä, asennuksen jälkeen näkyviin jäävät karmipinnat ovat
oksattomia - karmisyvyydet 110, 131, 145, 175 ja 200 mm
maalilaadun sisäpuite oksattomaksi sormijatkettua mäntyä•
kuultolaadun sisäpuite on ei-sormijatkettua mäntyä ja sisälle•
näkyvä pinta oksatonta

Sisäpuitteiden sisäpinta ja karmi hiotaan koneellisesti, pohjamaala-
taan, tasoitetaan tarvittavin osin ja hiotaan uudelleen koneellisesti 
ennen pintamaalausta. Samat käsittelyt tehdään myös kuultovärjät-
tyihin tuotteisiin.

Valkoisen maalauksen vakiosävy NCS 0502-Y, kuultosävyt 
Teknos kuultovärit sävykartan mukaan, sisältäen sisäpuitteen sisä-
pinnan vesiohenteisen lakkauksen. Katso värivalintakortti.

Alumiiniprofiilit  
ja niiden pintakäsittely

Alumiiniprofiilit ovat useaseinämäisiä, niiden pohjakäsittelynä 
on keltakromatointi ja pintakäsittelynä pulverimaalaus RR- tai 
RAL-sävyjen mukaan. Katso värivalintakortti.

Karmia säältä suojaavan alumiiniverhouksen kiinnitystapa on 
tutkittu, testattu ja tukeva. Ikkunan ulkopuite on vankkarakenteinen 
ja sen lujuus perustuu massiivialumiiniseen kulmapalaan profiilin 
sisällä. Hyttyspuitteen kokoamistapa on sama.

Karmirakenteissa on huomioitu puun ja alumiinin välinen tuulet-

tuvuus ja alumiinin lämpölaajeneminen. Ulkopuitteen alla on alumii-
nin kondensiota varten vedenohjauslista.

Alakarmin verhousprofiili on päistään tiivisti tulpattu, siinä on 
hyvä myrskyvedenpoisto sekä kiinnitysura ja lukitusnokka vesipellin 
kätevää ja tiivistä ”snap-in”-kiinnitystä varten.

Lasit ja lasitus
Kaikki lasit ovat 1-laatuluokan float–lasia, sisäpuitteen eristyslasit 
ovat SFS-hyväksyttyjä ja niiden lasipaksuus aina vähintään 4 mm. 
Tilauksen erikoislasit valitaan tilaus- tai ikkunakohtaisesti niin, että 
mm. energianluokka-vaatimukset, ääneneristys- tai turvalasimäärä-
ykset tulevat huomioiduiksi.

Valkoisten ikkunoiden lasituslistat ovat uv-suojattua, läpivärjät-
tyä valkoista muovia, kuultokäsiteltyjen ja erikoisväriin maalattujen 
ikkunoiden lasituslistat ovat muovia tai puuta.

Helat
Saranat ovat pulttisaranoita M8x30 ja 35/PS Fe/ZN. 

Tuuletusikkunoiden pitkäsalvat Abloy 68 Fe/ZN, muiden avatta-
vien ikkunoiden lukot sisäpuitteissa Abloy 71 Fe/ZN, ulkopuitteissa 
Abloy 72 Fe/ZN, ikkunalukkojen ja pitkäsalpojen vastahelat Fe/ZN. 
Tuuletusikkunan aukipitolaite on vakiona Abloy WF 250 Muo/AL 
harmaa tai erikseen tilattaessa Morite Fe/Zn.

Tuuletusikkunan kiintopainikkeet, valkoisissa Abloy Polar 
56/062 Zn/JVA ja kuultovärjätyissä Zn/CR valkoisen ikkunan sisä-
puitteen ikkunalukkojen peitekilvet valkoiset  ja kuultovärjätyissä 
kromatut. Katso värivalintakortti.

Tiivistys
Karmi- ja puiterakenteet ovat vankat ja niiden ansiosta sekä sisä-
puitteen huulloksessa että karmin kyntteessä on 10 mm:n tila eri-
koistiivistettä varten. Uratiiviste jatkuu ehjänä myös puitteen kulmien 
ympäri. Valkoiseksi maalatuissa tuotteissa tiiviste on valkoinen ja 
muissa musta. Ulkopuitetiiviste on musta kumitiiviste ja se on asen-
nettu alumiiniprofiilin uraan, huomioiden puitevälin tuuletus.

Varaamme kaikki oikeudet muutoksiin.
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